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The UNI EN ISO 17025:1999 certification 
of its internal laboratory allows Performance 
in Lighting to conduct official SMTs 
(Supervising Manufacturer Tests) to 
determine the safety and efficiency of its 
products, and guarantee their compliance 
with all applicable European and U.S. 
regulations.  
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Performance in Lighting obtained UNI 
EN ISO 9001 quality certification, and is 
currently maintaining it by working according 
to UNI EN ISO 9001:2000 standards.

UL is the trusted source across the globe for 
product compliance. Benefiting a range of 
customers - from manifacturers to retailers 
to consumers and regulating bodies - UL has 
tested products for public safety for more 
than a century.
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FEATURED PRODUCTS

The Joker series consists of an astonishing 
breadth of line to meet a vast array of lighting 
design needs for wall and bollard applications. 
The design choices are virtually endless 
with Joker’s stainless steel surface, die cast 
aluminum linear elements, and double or 
quad distribution patterns. The Joker utilizes 
incandescent, linear fluorescent and LED 
sources.

WALL AND CEILING MOUNT LUMINAIRES     page 26
RECESSED WALL LUMINAIRES    page 184
LANDSCAPE LUMINAIRES    page 260

Juel is a versatile system for interior 
applications: wall, ceiling and suspended. 
The directional clear glass diffuser is 
available in three sizes and utilizes a wide 
range of light sources: halogen, metal 
halide and incandescent. 
Accessories include protective glass, 
softening lens and a choice of four 
standard color filters.

SUSPENDED LUMINAIRES   page 156
FLOODLIGHTS   page 304
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Waylight is a system of stainless steel inground 
luminaires available in five lengths designed for 
individual applications.
Waylight is also available as a custom product in 
continuous rows to create infinite linear effects 
of light by connecting luminaires in a straight 
line, including around corners, in concrete walls, 
and along pathways and pedestrian areas. 
Available with symmetrical or asymmetrical 
distributions in linear fluorescent and Par LED 
sources in white or blue. 
Simplicity in design and impeccable high level 
performance go hand in hand to provide a unique 
lighting design for public areas.

INGROUND LUMINAIRES   from page 220

With different sizes, available in wall mount or 
suspended, the Extrudo line of luminaires is ideal for 
showrooms, galleries and museums, retail, office and 
conference room, and all higher end commercial and 
residential applications. Clear glass and the precise 
aiming adjustability of each individual light module are 
features of the entire series. The clear glass lens can 
accommodate separate linear fluorescent sources in 
combination with the fully adjustable gimbal pieces to 
provide a unique and varied look and functionality.

WALL AND CEILING MOUNT LUMINAIRES   page 18
SUSPENDED LUMINAIRES   page 142
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The Steel series is attractive due to 
its exquisite compact design and is 
exclusively for high-output LED’s.
The light can be directed upwards, 
with various beam widths, or along the 
ground – on one or both sides. 
The Steel series is perfect for landscape 
lighting of gardens and perimeter walls, 
or for defining outdoor walkways.

INGROUND LUMINAIRES   page 230

FEATURED PRODUCTS

The Dilume range of products, for wall 
and pendant mounting, were designed 
with specific and careful attention to 
architectural detail, lighting distribution 
and, more importantly, performance. 
Three separate reflectors with computer 
designed optics allow a variety of beam 
distribution options for metal halide 
lamps. The reflectors can be interchanged 
for flexibility in custom distribution 
requirements. Dilume also utilizes high 
wattage compact fluorescent lamps 
featuring single or dual light output. 

WALL AND CEILING MOUNT LUMINAIRES    page 50
SUSPENDED LUMINAIRES    page 168

A versatile series of luminaires for wall 
and post mounted applications. 
A variety of faceplates are available for 
incandescent, fluorescent and metal halide 
lamp sources. 
Nikko+ can be installed on a variety of 
pole heights and wall brackets, designed 
to hold single or double luminaires. 

WALL AND CEILING MOUNT LUMINAIRES   page 34
LANDSCAPE LUMINAIRES     page 270
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Kyro combines contemporary aesthetics 
with highly functional performance to 
suit a variety of public area lighting 
applications. It has a compact design 
and highly efficient photometric 
performance using metal halide and 
compact fluorescent sources. Offering 
full cut off, Kyro is Dark Skies compliant. 
Kyro is available in two sizes with varying 
pole heights. Suitable for public and 
residential area lighting, and for street 
lighting applications. 

ROAD AND PATHWAY LIGHTING 

Pole mounted luminaire with highly 
controlled optics using metal halide 
lamps for urban lighting applications. 
Its most significant characteristic is a 
curved and appealing design. 
Ola offers full cut off, making it Dark 
Skies compliant. The specially designed 
mounting kits make it possible to mount 
as a double luminaire at even heights or 
at varying heights along the pole, in any 
angle combination desired. 
Ola is ideal for pedestrian walkways, 
parking lots, and street lighting.

ROAD AND PATHWAY LIGHTING

A street and walkway lighting system 
based on a die cast mounting joint that 
makes it possible to mount its three 
distinct series of luminaire designs, in 
different but complimentary shapes and 
sizes, on one stainless steel pole, or to 
mount a specific design in single, double, 
triple and quad configurations. 
All provide full cut off, making System 
Park Dark Skies compliant. In metal 
halide and linear fluorescent sources, 
System Park is ideal for pedestrian 
walkways, street lighting, parking lots, 
and any commercial lighting area that 
requires distinctive and varied pole 
mounted lighting. 

ROAD AND PATHWAY LIGHTING
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Performance in Lighting is the combination 

of three companies (Prisma, SBP, Klewe) 

which have proven themselves in the global 

lighting industry sector. It’s a unique company 

- one of a kind in every way. Professionalism, 

technical competence, and experience have 

been integrated to become more competitive 

and effective on the Italian and international 

market. Performance in Lighting products 

are specified and used in the high end of the 

lighting industry and provide a vast array of 

solutions, in which aesthetic and technical 

qualities blend in dissimilar proportions to 

always guarantee the best choice for each 

specific project.

Four different brand names (Prisma 

Architectural, Prisma Logic, Klewe, SBP) 

are currently used to market Performance 

in Lighting products. Due to the diverse 

characteristics of each brand, when used 

concurrently, Performance in Lighting becomes 

a solution for any lighting design project.

PRISMA NORTH AMERICA, 
A SUBSIDIARY OF 
PERFORMANCE IN LIGHTING

Performance in Lighting has a 
widespread  sales and distribution 
network operating in Italy and 
worldwide through agents, branches 
and subsidiaries. 

WORLDWIDE NETWORK

Besides an important position in the 
Italian market, export sales exceed 
50% of the company’s total volume in 
over 90 countries.

Performance in Lighting has branches 
in the Netherlands, Spain, the United 
Kingdom, France, Germany and China. 

Prisma North America, a subsidiary, 
promotes the Prisma Architectural 
brand in the North American market. 

PERFORMANCE IN LIGHTING



Performance in Lighting pays 
particular attention to the laws 
that regulate the dispersion of 
light towards the sky and the 
advantageous use of energy.  
The company has a state-of-the-art 
photometric laboratory and specific 
software for designing reflectors that 
enables it to develop high efficiency 
luminaires. 

LIGHT POLLUTION

Each luminaire is designed to facilitate 
the separation and recovery of the 
different component materials once it 
has finished its useful lifetime, and is 
therefore 98% recyclable. 

Performance in Lighting applies the 
ISO 14001 norm, which defines 
how to develop an efficient system of 
environmental management. 
Performance in Lighting is LEED
compliant in the U.S.

ENVIRONMENT
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The Prisma Architectural Lighting site allows 
designers quick, efficient access to technical 

information and product related news. 
Search by parameters, downloads of brochures 
and catalogs in PDF format, in addition to 
photometric data in IES format: these are 
just a few of the online features. 
It is also possible to locate all 
the sales representatives in the 
United States and Canada. 

www.prismalighting.com

THE WEBSITE:
A TOOL FOR DESIGNERS



PRODUCT DEVELOPMENT: DESIGN AND TECHNICAL EXPERTISE

Performance in Lighting pools 
productive know-how and experience 
in strategic sectors like research, 
development and marketing.
Product design is undertaken 
with the solid support of an internal 
structure that works with the most 
sophisticated CAD programs, 
compatible with all production phases.  
The design of components that 
go into the finished luminaires is 
monitored down to the smallest detail 
of construction, and 3-D simulation 
allows designers to evaluate the 
aesthetic qualities of the finished 
product before beginning the mass 
production phase.  

For reliability and product duration 
tests, Performance in Lighting has 
internal laboratories that operate 
with quality systems in compliance 
with the ISO 17025 norms.
These laboratories are accredited by 
the Istituto Italiano del Marchio di 
Qualità IMQ (Italian Mark of Quality 
Institute), and can produce the 
technical documentation necessary 
for the issue of the UL Standards. 
All these processes contribute to 
the making of safe and dependable 
luminaires, with optimal constructive 
solutions that are easy to install and 
competitive in every way. 

Prisma North America is located near 
Atlanta, Georgia. We pride ourselves 
in providing superior customer service,
project pricing negotiations, technical 
support, and after sale/installation 
support. From design stage through 
installation we will problem solve for 
you and assist in keeping the project
within budget.

MADE IN THE U.S.

Due to our large investment in 
component inventory, our
lead times are unsurpassed.  
Most catalogued items ship
within 2 weeks. Our commitment 
to service and a knowledgeable
support team provides accurate 
information throughout the
entire order process.

SHORT LEAD TIMES

Being an independent company allows 
us to be extremely flexible and we
are able to produce modified/custom 
orders in a fraction of the time
of our competition. We view every 
inquiry as a challenge and an
opportunity for success.

MODIFICATIONS
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Performance in Lighting is a supporter 
of Fondazione Blu, an association 
founded with the goal of guaranteeing 
the right to care and education 
in early childhood to children living in 
the poorest areas of the planet. 
Contributions to the Foundation 
make up the basis for the long term 
financing of its projects. 
Funds raised go into the invested 

capital, from which interest is made 
that goes toward financing and 
supporting initiatives for as long as the 
foundation lasts and develops. 
Fondazione Blu is dedicated, 
maintains the utmost transparency 
in its operations, and periodically 
documents its results. These practices 
are proof of its commitment to 
building a solid, sustainable future of 
large-scale social development.

Fondazione Blu - ONLUS

1, via Rotaldo - 37123 Verona (Italy)
Tel/Fax +39 045 59 71 44
Mobile phone 339 40 66 411
e-mail info@fondazioneblu.org
web www.fondazioneblu.org
 

FONDAZIONE BLU: 
FOR A FUTURE OF 
SOCIAL DEVELOPMENT

The well being of children and their 
working parents is one of the main 
reasons behind Fondazione Blu, and 
it is also the reason that caused 
Performance in Lighting to create 
the Nido Blu, a day care center open 
since September 2002 at one of the 
main offices of the company in the 
province of Verona.
This center is designed to 
accommodate children aged 7 to 36 
months, the sons and daughters of 
employees of companies in the area, 
and provide them with a socio-

pedagogical program approved by 
the Veneto Region. 

NIDO BLU

Nido Blu is self-managed by a 
cooperative, made up of personnel 
specialized in the care and education 
of small children. 

Connected with the Nido Blu is the 
Fattoria Didattica (Learning Farm), 
an organization where several pairs of 
different species of animals are cared 
for, with the goal of acquainting 

children with nature at a very young 
age, in a spontaneous and direct way 
just like on a real farm. 
This structure, which has an area of 
7000 m², is managed by Performance 
in Lighting employees, who cooperate 
as volunteers in collaboration with the 
public veterinary service. 

14
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PROTECTION CLASSES UL LISTING

Protection against ingress of solid objects 
greater than 12 mm. No protection against 
water.

Protection against ingress of solid objects 
greater than 1 mm.  No protection against 
water.

Protection against ingress of solid 
objects greater than 1 mm and vertically 
falling water drops.

Protection against solid objects greater 
than 1 mm. Protection against spraying 
water.

Protection against solid objects greater 
than 1 mm. Protection against splashing 
water.

Dust-protected. 
Protection against splashing water.

Dust-protected. 
Protection against water jets.

Dust-tight. 
Protection against splashing water.

Dust-tight. 
Protection against water jets.

DAMP

Dust-tight. 
Protection against the effects 
of temporary submersion.

DAMP

DAMP

WET

WET

WET

WET

WET

WET

WET / TEMPORARY SUBMERSION
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For products that must be mounted 
on a post, bracket, or recessed into 
the wall, it is often necessary to 
order several different parts (codes) 
to get the complete configuration.  
In these cases, we have provided 
tables with examples that illustrate 

the combinations. If the necessary 
codes are not found all on the same 
page, the table also contains the 
page numbers where the other codes 
are listed to complete the desired 
configuration.

COMPLETE UNIT

1A+1B = 2 codes

COMPONENTS  CODES

luminaire > page 96
bracket

AB

A

B
16



The project photos, along with the reference 
page information, can help form an idea of 
the product’s potential impact and possible 
applications. We encourage you to read the 
catalog with this in mind, and hope that you’ll 
get more ideas for your projects as a result. 
We welcome project photos for inclusion in 
this catalog.

 WALL AND CEILING MOUNT LUMINAIRES 18

 SUSPENDED LUMINAIRES 142

 RECESSED WALL LUMINAIRES 184

 INGROUND LUMINAIRES 220

 LANDSCAPE LUMINAIRES 260

 FLOODLIGHTS  304

17
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EXTRUDO WALL - WALL AND CEILING MOUNT LUMINAIRES

Luminaires that are similar in shape, 
materials or structure can also be found 
in the Suspended luminaires section.

Extrudo Wall luminaires are available in 
three sizes. Clear glass and the precise aiming 
adjustability of each individual light module are 
features of the entire series. 
The clear glass lens can accommodate 
separate linear fluorescent sources in 
combination with the fully adjustable gimbal 
pieces to provide a unique and varied look and 
functionality.
Extrudo Wall is ideal for showrooms, galleries 
and museums, retail, office and conference 
room, and all higher end commercial and 
residential applications.

18

EXTRUDO WALL - WALL AND CEILING MOUNT LUMINAIRES

Extrudo Wall luminaires are avai
three sizes. Clear glass and the pr
adjustability of each individual lig
features of the entire series. 
The clear glass lens can accommo
separate linear fluorescent source
combination with the fully adjusta
pieces to provide a unique and va
functionality.
Extrudo Wall is ideal for showroo
and museums, retail, office and co
room, and all higher end commer
residential applications.

142
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EXTRUDO WALL
design Paolo De Lucchi
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In Extrudo Wall, the angle of the 
luminaire can be adjusted during 
installation by simply varying the 
distance between the lower end 
bracket and the point of attachment 
of the steel suspension cable.

The width of the light beam of the 100w AR halogen 
lamps can be 8°, 24° or 45°. 
Ceramic Metal Halide lamps in 35W and 70W, with 
light beam widths of 10º, 24º or 40º are available as 
accessories/special order for all Extrudo luminaires. 

With Extrudo, a single fixture can provide 
precise light levels at all times. In addition, 
each source can be individually switched.

21

L1 L2 L3

N

L1

L2

L3

40°24°10°

R 
GX8,5

R 
GX8,5

R 
GX8,5

45°24°8°

R 
G53

R 
G53

R 
G53
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EXTRUDO WALL - WALL AND CEILING MOUNT LUMINAIRES

code socket lamp voltage color , IP

ACCESSORIES
Lamps with GX8.5 socket, 35W and 70W, 
have light beam widths of 10º, 24º or 40º.

Series of wall luminaires in three sizes.
Housing in extruded painted aluminum.
End caps in painted die cast aluminum.
Upper and lower diffusers in extra 
clear tempered glass, .314” thick on 
the lower portion, and .196” thick on 
the upper portion.
Side wiring compartment and 
components in painted die cast 
aluminum.
Chromed brass screws for lower glass 
attachment.
Wall mounting bracket in painted 
die cast aluminum with simple angle 
adjustment feature.
Steel cable for extra secure wall 
anchoring.
Individual switching possible.
Fluorescent versions come with a 
polished aluminum reflector to direct 
the light downwards.
For more diffused up/down lighting, 
simply remove the reflector.
4.33” diameter lamps can be rotated 
in all directions, with a 355º capability, 
and can also be partially pulled down 
from the trim to “suspend” from the 
aperture.
Custom paint colors available. Consult 
factory.

22

EXTRUDO WALL 330
EXTRUDO WALL 660
EXTRUDO WALL 1000

METALLIC GRAY

R 
GX8,5
10°

R 
GX8,5
24°

R 
GX8,5
40°

EXTRUDO WALL 330 

R  G53 1x100w INC

 EXTRUDO WALL 660

R  G53 2x100w INC

 R GX8,5 2x35w MH

R GX8,5 2x70w MH

A G5 2x24w F

EXTRUDO WALL 1000

R  G53 3x100w INC

 R GX8,5 3x35w MH

R GX8,5 3x70w MH

A G5 2x39w F 

EXTRUDO WALL 330
075004  G53 1x100W  120 Metallic Gray • 20



code socket lamp voltage color , IPcode socket lamp voltage color , IP

UL listed for damp locations.

code description 

347001  Lamp GX 8.5 - 35w - 10°  
347002  Lamp GX 8.5 - 35w - 24°  
347003  Lamp GX 8.5 - 35w - 40°  
347004  Lamp GX 8.5 - 70w - 10°  
347005  Lamp GX 8.5 - 70w - 24°  
347006  Lamp GX 8.5 - 70w - 40°  

23

EXTRUDO WALL 660
075014 G53 2x100W  120 Metallic Gray • 20
075020 GX8.5 2x35W  120/277 Metallic Gray • 20
075016 GX8.5 2x70W  120/277 Metallic Gray • 20
075018 G5 2x24W  120/277 Metallic Gray • 20

EXTRUDO WALL 1000
075030 G53 3x100W  120 Metallic Gray • 20
075036 GX8.5 3x35W  120/277 Metallic Gray • 20
075032 GX8.5 3x70W  120/277 Metallic Gray • 20
075034 G5 2x39W  120/277 Metallic Gray • 20 
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EXTRUDO WALL - WALL AND CEILING MOUNT LUMINAIRES

Each curve refers to a single light source. 
To calculate the total light output and 
distribution of each fixture, it is necessary 
to consider the curve of each source used 
in the Extrudo Wall version being used.
See examples.  

24

EXTRUDO WALL

R Extrudo Wall - 1x100w HAL - 8°

A Extrudo Wall - 1x24w F

R Extrudo Wall - 1x100w HAL - 24°

A Extrudo Wall - 1x39w F

R Extrudo Wall - 1x100w HAL - 45°

G53  1x100w HAL
G53  1x100w HAL
G53  1x100w HAL

G5  1x24w F
G5  1x24w F

EXTRUDO WALL 1000 - 3x100w HAL

EXTRUDO WALL 600 - 2x24w F
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R Extrudo Wall - 1x70w MH - 10°

R Extrudo Wall - 1x35w MH - 10°

R Extrudo Wall - 1x70w MH - 24°

R Extrudo Wall - 1x35w MH - 24°

R Extrudo Wall - 1x70w MH - 40°

R Extrudo Wall - 1x35w MH - 40°
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JOKER WALL  - WALL AND CEILING MOUNT LUMINAIRES

A series of outdoor wall luminaires, with stainless steel 
body and tempered glass diffuser.  Joker Wall is also 
available in a version with a Fresnel lens for directional 
lighting, and with different colored LEDs. It’s small in size 
and occupies very little space, which makes it perfect for 
situations where use of a recessed luminaire is not possible, 
both in public and residential buildings. 
These fixtures are particularly suitable for marking 
walkways and attracting attention to specific areas. 
ADA Compliant.

Luminaires that are similar in shape, 
materials or structure can also be found 
in the Landscape luminaires section.

Luminaires that are similar in shape, 
materials or structure can also be found 
in the Recessed wall luminaires 
section.

26
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JOKER WALL
design Roberto Fiorato
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JOKER WALL  - WALL AND CEILING MOUNT LUMINAIRES

code socket lamp voltage color , IP

UL listed for wet locations

JOKER WALL F

A clear, rugged Fresnel 
lens directs the light
output. Ideal for 
selective lighting, to 
attract attention to 
architectural details, for 
pathways and stairway 
illumination.

Surface wall and ceiling mounted 
luminaire for interior and exterior use.
Inner housing made of self-extinguishing 
technopolymer, class V-0 rated, 960°C 
glow wire test.
Stainless steel outer aesthetical cover, 
3.54” height.
Stainless steel back plate.
Round shaped diffuser, tempered glass
satin finish for “S” versions featuring
diffused light, clear prismatic tempered
glass for “F” versions featuring 
asymmetric light output; cylindrical 
shaped diffuser, tempered glass satin finish 
for “Vision” versions featuring diffused
light.
Silicone gaskets.
Stainless steel trim and locking screws.

3 

5
5
5
5
5

3 
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JOKER WALL S 
075936  G4 1x10W    Stainless steel • 55

JOKER WALL F
075938 G4 1x10W    Stainless steel • 55    

JOKER WALL LED
075940  n.9 led 24V 2w   Stainless steel - White LED • 55
075942  n.9 led 24V 2w   Stainless steel - Blue LED • 55
075944  n.9 led 24V 2w   Stainless steel - Yellow LED • 55
075946  n.9 led 24V 2w   Stainless steel - Red LED • 55
075948  n.9 led 24V 2w   Stainless steel - Green LED • 55  

JOKER WALL

JOKER WALL S
JOKER WALL F

b G4 1x10w QUARTZ HAL LV

JOKER WALL LED

W n.9 led 24V 2w

 
Joker Wall S
b 1x10w  
QUARTZ HAL LV

STAINLESS STEEL
BLUE LED

STAINLESS STEEL STAINLESS STEEL
WHITE LED

STAINLESS STEEL
YELLOW LED

STAINLESS STEEL
RED LED

STAINLESS STEEL
GREEN LED

 
Joker Wall F
b 1x10w  
QUARTZ HAL LV



UL listed for wet locations

code socket lamp voltage color , IP
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For other LED lamp colors, consult 
factory.

Temperature in °F
(diffuser)

Joker Wall Vision

1 x 40w ~266°
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JOKER WALL VISION
075950 G4 1x10W   Stainless steel  • 55
075952 G9 1x40W   Stainless steel  • 55

JOKER WALL VISION LED
075954  n.4 high power LED x 1,2w Stainless steel - Blue LED • 55

JOKER WALL VISION

JOKER WALL VISION

b G4 1x10w QUARTZ HAL LV

1 G9 1x40w QUARTZ HAL

JOKER WALL VISION LED

W n.4 x 1.2w high power LED

 
Joker Wall Vision
b 1x10w  
QUARTZ HAL LV

 
Joker Wall Vision
1 1x40w  
QUARTZ HAL

°F

PRISMA ARCHITECTURAL LIGHTING



JOKER LINE WALL - WALL AND CEILING MOUNT LUMINAIRES

Luminaires that are similar in shape, 
materials or structure can also be found 
in the Landscape luminaires section.

Luminaires that are similar in shape, 
materials or structure can also be found in 
the Recessed wall luminaires section.

30

260 190



A series of wall mounted luminaires in die-cast 
aluminium with a cylindrical diffuser: striking 
visual impact in a minimal space. 
Joker Line Wall is designed to use high 
efficiency, long-lasting fluorescent lamps, 
with white and colored light.  

Diffusers in this series come in three different 
heights, and there are two standard options 
for light output. Installation is simple and 
quick. Perfect for placement on columns, 
in hallways and entrances. 
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JOKER LINE WALL
design Roberto Fiorato

PRISMA ARCHITECTURAL LIGHTING

A series of wall mounted luminaires in die-cast 
aluminium with a cylindrical diffuser: striking 
visual impact in a minimal space.
Joker Line Wall is designed to use high 
efficiency, long-lasting fluorescent lamps, 
with white and colored light. 

Diffusers in this series come in three different 
heights, and there are two standard options
for light output. Installation is simple and 
quick. Perfect for placement on columns,
in hallways and entrances.
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JOKER LINE WALL
design Roberto Fiorato

PRISMA ARCHITECTURAL LIGHTING



Wall mounted luminaire for interior and 
exterior applications.
Extruded aluminum linear faceplate with 
either two opposing openings (Joker Line 
Wall 2) or four openings at 90º (Joker 
Line Wall 4) featuring directional light 
output.
Other opening configurations available 
upon request (one way, three-way).
Cylindrical diffuser of clear self-
extinguishing polycarbonate, Class Vo 
rated, 850º C glow wire tested.
Technopolymer electrical gear support.
Painted aluminum cap and base flange.
Painted extruded aluminum housing,
3.93” in diameter.
Painted aluminum wall bracket.
Electronic ballast.
Colored lamps may be used (by others),
Joker Line Wall with color sleeves are also 
available (consult factory)

COMPLETE UNIT

1A+1B = 2 codes

COMPONENTS

housing
bracket

JOKER LINE WALL - WALL AND CEILING MOUNT LUMINAIRES

code socket lamp voltage color , IP

UL listed for wet locations
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JOKER LINE WALL

A G5 1x24w F

A

B
A

B

JOKER LINE WALL 2
075874  G5 1x24W 120/277 Matte Metallic Gray • 55
075876 G5 1x24W 120/277 Iron Gray • 55

JOKER LINE WALL 4   
075862 G5 1x24W 120/277 Matte Metallic Gray • 55
075864 G5 1x24W 120/277 Iron Gray • 55

IRON GRAYMATTE METALLIC 
GRAY



07490  Bracket  Matte Metallic Gray
07491  Bracket  Iron Gray

code description color

Joker Line Wall requires a 
bracket for mounting.

The bracket hinges down 
for ease in relamping, 
and can be used under 

overhanging structures. 
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J Joker Line Wall 2  
  1x24w F

J Joker Line Wall 4  
  1x24w F

PRISMA ARCHITECTURAL LIGHTING



Type A Reflector

Asymmetric reflector, 
with 45° front vertical 
angle beam and 10° 
back vertical angle 
beam, and 70° lateral 
width beam.

Type B Reflector

Wall washer reflector, 
with 45°/88° 
front vertical angle 
beam and 20° 
lateral width beam.

Type C Reflector

Symmetric reflector, 
with 70° front vertical 
angle beam and 60° 
lateral width beam.

Emergency Battery Packs 
(EMPK) are available upon 
request. Consult factory.

Matte glass available upon 
request.

The wall mounting bracket simplifies 
installation by allowing the installer 
to mount the wall bracket first, then 
hang the luminaire and complete the 
installation.
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20°
45°

88°

10° 45°

70°

60°

60°

70°

70°
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Luminaire for interior and exterior use .
Powdercoat 10 step process, heavy 
extruded aluminum housing, 11.8” width, 
featuring varying sizes to accommodate the 
electrical components.
Powder coated die-cast aluminum trims 
and caps.
Die-cast aluminum bracket for wall 
mounted applications, featuring ease of 
installation.
Clear tempered glass diffuser, 0.157” 
thick.
Polymer gasket.
Aluminum type 99.85 reflectors with 
controlled optics for G12 lamp type 
versions, featuring light beam type 
A, B, or C.
B versions, with dual light output, are 
supplied with either one or two lamps and 
are specifically designed for direct/indirect 
light distribution.
M versions, with single light output, are 
supplied with a single lamp and can be 
used for either direct or indirect light 
distribution.
Compact fluorescent or HID lamp versions 
with direct/indirect light distribution.
Reflectors can be supplied in varying 
combinations. Consult factory .
Integral Emergency Battery Pack 
max 42w CFL.
UL Listed. Suitable for wet locations.

DILUME - WALL AND CEILING MOUNT LUMINAIRES

54

DILUME 300x230

    DILUME 300X230 B 

 e G12 1x70w MH M139 T6

r Gx24q-5 1x57w CFL 

 DILUME 300X230 M 

r Gx24q-5 1x57w CFL

 DILUME 300X230 M/A
 DILUME 300X230 M/B 
DILUME 300X230 M/C 

 e G12 1x70w MH  M139 T6

MATTE ALUMINUM IRON GRAY

e Dilume 300x230 B
 1x70W MH

e Dilume 300x230 M/B
 1x70W MH

r Dilume 300x230 M  
 1x57W CFL

e Dilume 300x230 M/C  
 1x70W MH

e Dilume 300x230 M/A  
 1x70W MH

r Dilume 300x230 B  
 1x57W CFL



B 
dual output

M 
single output

M/A 
single output with 
controlled optics 
(asymmetric)

M/B 
single output with 
controlled optics 
(wall wash)

M/C 
single output with 
controlled optics 
(symmetric)

code socket lamp voltage color , IP

UL listed for wet locations
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   DILUME 300X230 B
074564  Gx24q-5 1x57W CFL 120/277 Iron Gray • 65
074566 Gx24q-5 1x57W CFL 120/277 Matte Aluminum • 65
074500 G12 1x70W MH 120/277 Iron Gray • 65 
074502 G12 1x70W MH 120/277 Matte Aluminum • 65

 DILUME 300X230 M 
074568  Gx24q-5 1x57W CFL 120/277 Iron Gray • 65
074570 Gx24q-5 1x57W CFL 120/277 Matte Aluminum • 65 

 DILUME 300X230 M/A 
074504 G12 1x70W MH 120/277 Iron Gray • 65
074506 G12 1x70W MH 120/277 Matte Aluminum • 65

 DILUME 300X230 M/B 
074508 G12 1x70W MH 120/277 Iron Gray • 65
074510 G12 1x70W MH 120/277 Matte Aluminum • 65

 DILUME 300X230 M/C 
074512 G12 1x70W MH 120/277 Iron Gray • 65
074514 G12 1x70W MH 120/277 Matte Aluminum • 65  

A

B

C
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DILUME - WALL AND CEILING MOUNT LUMINAIRES

56

   DILUME 300X420 B 

 r
r GX24q-5 2x57w CFL 

 DILUME 300X420 B/AA 
 DILUME 300X420 B/BB 
 DILUME 300X420 B/CC 
 DILUME 300X420 B/AB
DILUME 300X420 B/AC 
DILUME 300X420 B/BC

e G12 1x70w MH M139 T6 up (indirect)
 e G12 1x39w MH  M130 T6 down (direct)

e
e G12 2x39w MH M130 T6   

IRON GRAY

DILUME 300x420

r Dilume 300x420 B  
 2x57W CFL

e Dilume 300x420 B/AB  
 1x70W + 1x39W MH

e Dilume 300x420 B/AA  
 1x70W + 1x39W MH

e Dilume 300x420 B/CC  
 1x70W + 1x39W MH

e Dilume 300x420 B/BC  
 1x70W + 1x39W MH

e Dilume 300x420 B/AC  
 1x70W + 1x39W MH

e Dilume 300x420 B/BB  
 1x70W + 1x39W MH

e Dilume 300x420 B/AB  
 2x39W MH

e Dilume 300x420 B/AA  
 2x39W MH

e Dilume 300x420 B/CC  
 2x39W MH

e Dilume 300x420 B/BC  
 2x39W MH

e Dilume 300x420 B/AC  
 2x39W MH

e Dilume 300x420 B/BB  
 2x39W MH

MATTE ALUMINUM



B 
dual output

M/A 
single output with 
controlled optics 
(asymmetric)

M/B 
single output with 
controlled optics 
(wall wash)

M/C 
single output with 
controlled optics 
(symmetric)

B/AA 
dual output 
with controlled 
optics 
(asymmetric)

B/BB 
dual output 
with controlled 
optics 
(wall wash)

B/CC 
dual output 
with controlled 
optics 
(symmetric)

B/BC 
dual output 
with controlled 
optics (B and C 
reflector)

B/AC 
dual output 
with controlled 
optics (A and C 
reflector)

B/AB 
dual output 
with controlled 
optics (A and B 
reflector)

code socket lamp voltage color , IP code socket lamp voltage color , IP

UL listed for wet locations
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 DILUME 300X420 B/AB 
 074540 G12+ 1x70W MH indirect+ 120/277 Iron Gray • 65 
 G12 1x39W MH direct
074542 G12+ 1x70W MH indirect+ 120/277 Matte Aluminum • 65
 G12 1x39W MH direct 
074552 G12 2x39W MH 120/277 Iron Gray • 65 
074554 G12 2x39W MH 120/277 Matte Aluminum • 65

DILUME 300X420 B/AC
 074544 G12+ 1x70W MH indirect+ 120/277 Iron Gray • 65 
 G12 1x39W MH direct
074546 G12+ 1x70W MH indirect+ 120/277 Matte Aluminum • 65
 G12 1x39W MH direct 
074556 G12 2x39W MH 120/277 Iron Gray • 65 
074558 G12 2x39W MH 120/277 Matte Aluminum • 65

DILUME 300X420 B/BC
 074548 G12+ 1x70W MH indirect+ 120/277 Iron Gray • 65 
 G12 1x39W MH direct
074550 G12+ 1x70W MH indirect+ 120/277 Matte Aluminum • 65
 G12 1x39W MH direct 
074560 G12 2x39W MH 120/277 Iron Gray • 65 
074562 G12 2x39W MH 120/277 Matte Aluminum • 65

A

B

C

A

A

B

B

C

C

B

C

DILUME 300X420 B
074572  GX24q-5 2x57W CFL 120/277 Iron Gray • 65
074574 GX24q-5 2x57W CFL 120/277 Matte Aluminum • 65

  DILUME 300X420 B/AA 
 074516 G12+ 1x70W MH indirect+ 120/277 Iron Gray • 65 
 G12 1x39W MH direct
074518 G12+ 1x70W MH indirect+ 120/277 Matte Aluminum • 65
 G12 1x39W MH direct
074528 G12 2x39W MH 120/277 Iron Gray • 65
074530 G12 2x39W MH 120/277 Matte Aluminum • 65

 DILUME 300X420 B/BB 
 074520 G12+ 1x70W MH indirect+ 120/277 Iron Gray • 65 
 G12 1x39W MH direct
074522 G12+ 1x70W MH indirect+ 120/277 Matte Aluminum • 65
 G12 1x39W MH direct 
074532 G12 2x39W MH 120/277 Iron Gray • 65 
074534 G12 2x39W MH 120/277 Matte Aluminum • 65

 DILUME 300X420 B/CC 
 074524 G12+ 1x70W MH indirect+ 120/277 Iron Gray • 65 
 G12 1x39W MH direct
074526 G12+ 1x70W MH indirect+ 120/277 Matte Aluminum • 65
 G12 1x39W MH direct 
074536 G12 2x39W MH 120/277 Iron Gray • 65 
074538 G12 2x39W MH 120/277 Matte Aluminum • 65

A

C

A

B

16
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Luminaire for interior and exterior use .
Powdercoat 10 step, process heavy 
extruded aluminum housing, 19.7” width, 
featuring varying sizes to accommodate the 
electrical components.
Powdercoat copper free die cast aluminum 
trims and caps.
Powdercoat 10 step process die cast 
aluminum bracket for wall mounted 
applications, featuring ease of installation.
Clear tempered glass diffuser, 0.157” 
thick.
Polymer gasket.
Aluminum type 99.85 reflectors with 
controlled optics for G12 lamp type 
versions, featuring light beam type 
A, B, or C.
B versions, with dual light output, are 
supplied with either one or two lamps and 
are specifically designed for direct/indirect 
light distribution.
M versions, with single light output, are 
supplied with a single lamp and can be 
used for either direct or indirect light 
distribution.
Compact fluorescent or HID lamp versions 
with direct/indirect light distribution.
Reflectors can be supplied in varying 
combinations. Consult factory .
Suitable for wet locations.

DILUME - WALL AND CEILING MOUNT LUMINAIRES
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DILUME 500x220

DILUME 500X220 B

 f Rx7s 1x150w MH M81 TD-6

r GX24q-6 1x70w CFL 

 DILUME 500X220 M 

 r GX24q-6 1x70w CFL 

 DILUME 500X220 M/A
  DILUME 500X220 M/B
  DILUME 500X220 M/C 

f Rx7s 1x150w MH M81 TD-6  

IRON GRAY

f Dilume 500x220 M/B  
 1x150w MH

f Dilume 500x220 M/C  
 1x150w MH

f Dilume 500x220 M/A  
 1x150w MH

r Dilume 500x220 M  
 1x70w CFL

r Dilume 500x220 B  
  1x70w CFL

f Dilume 500x220 B  
 1x150w MH

MATTE ALUMINUM



code socket lamp voltage color , IP

B 
dual output

M 
single output

M/A 
single output with 
controlled optics 
(asymmetric)

M/B 
single output with 
controlled optics 
(wall wash)

M/C 
single output with 
controlled optics 
(symmetric)

code socket lamp voltage color , IP

UL listed for wet locations
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 DILUME 500X220 B 
074588  GX24q-6 1x70W CFL 120/277 Iron Gray • 65
074590 GX24q-6 1x70W CFL 120/277 Matte Aluminum • 65
074628 Rx7s 1x150W MH 120 Iron Gray • 65 
074629 Rx7s 1x150W MH 277 Iron Gray • 65
074630 Rx7s 1x150W MH 120 Matte Aluminum • 65
074631 Rx7s 1x150W MH 277 Matte Aluminum • 65

 DILUME 500X220 M 
074592  GX24q-6 1x70W CFL 120/277 Iron Gray • 65
074594 GX24q-6 1x70W CFL 120/277 Matte Aluminum • 65 

9.
06

”

19.69” 3.15”

3.
93

” 2.
13

”
0.
51

”6.
58

”

2.76”8.96”
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A

B

C

 DILUME 500X220 M/A 
074632 Rx7s 1x150W MH 120 Iron Gray • 65
074633 Rx7s 1x150W MH 277 Iron Gray • 65
074634 Rx7s 1x150W MH 120 Matte Aluminum • 65
074635 Rx7s 1x150W MH 277 Matte Aluminum • 65

 DILUME 500X220 M/B 
074636 Rx7s 1x150W MH 120 Iron Gray • 65
074637 Rx7s 1x150W MH 277 Iron Gray • 65
074638 Rx7s 1x150W MH 120 Matte Aluminum • 65
074639 Rx7s 1x150W MH 277 Matte Aluminum • 65

 DILUME 500X220 M/C 
074640 Rx7s 1x150W MH 120 Iron Gray • 65
074641 Rx7s 1x150W MH 277 Iron Gray • 65
074642 Rx7s 1x150W MH 120 Matte Aluminum • 65
074643 Rx7s 1x150W MH 277 Matte Aluminum • 65   

PRISMA ARCHITECTURAL LIGHTING



DILUME - WALL AND CEILING MOUNT LUMINAIRES

60

 DILUME 500X500 B 

 r
r GX24q-6 2x70w CFL

  DILUME 500X500 B/AA
  DILUME 500X500 B/BB
  DILUME 500X500 B/CC 
 DILUME 500X500 B/AB 
 DILUME 500X500 B/AC 
 DILUME 500X500 B/BC 

f
f Rx7s 2x150w MH M81 TD-6 

DILUME 500x500

IRON GRAY

r Dilume 500x500 B  
 2x70w CFL

f Dilume 500x500 B/AB  
 2x150w MH

f Dilume 500x500 B/AA  
 2x150w MH

f Dilume 500x500 B/CC  
 2x150w MH

f Dilume 500x500 B/BC  
 2x150w MH

f Dilume 500x500 B/AC  
 2x150w MH

f Dilume 500x500 B/BB  
 2x150w MH

MATTE ALUMINUM



B 
dual output

M/A 
single output with 
controlled optics 
(asymmetric)

M/B 
single output with 
controlled optics 
(wall wash)

M/C 
single output with 
controlled optics 
(symmetric)

B/AA 
dual output 
with controlled 
optics 
(asymmetric)

B/BB 
dual output 
with controlled 
optics 
(wall wash)

B/CC 
dual output 
with controlled 
optics 
(symmetric)

B/BC 
dual output 
with controlled 
optics (B and C 
reflector)

B/AC 
dual output 
with controlled 
optics (A and C 
reflector)

B/AB 
dual output 
with controlled 
optics (A and B 
reflector)

code socket lamp voltage color , IP code socket lamp voltage color , IP

UL listed for wet locations
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 DILUME 500X500 B/AB 
 074656 Rx7s 2x150W MH 120 Iron Gray • 65
 074657 Rx7s 2x150W MH 277 Iron Gray • 65  
074658 Rx7s 2x150W MH 120 Matte Aluminum • 65
074659 Rx7s 2x150W MH 277 Matte Aluminum • 65

DILUME 500X500 B/AC
 074660 Rx7s 2x150W MH 120 Iron Gray • 65
074661 Rx7s 2x150W MH 277 Iron Gray • 65 
074662 Rx7s 2x150W MH 120 Matte Aluminum • 65
074663 Rx7s 2x150W MH 277 Matte Aluminum • 65

DILUME 500X500 B/BC
 074664 Rx7s 2x150W MH 120 Iron Gray • 65
074665 Rx7s 2x150W MH 277 Iron Gray • 65 
074666 Rx7s 2x150W MH 120 Matte Aluminum • 65
074667 Rx7s 2x150W MH 277 Matte Aluminum • 65   

A

B

C

A

A

B

B

C

C

B

C

 DILUME 500X500 B 
074596  GX24q-6 2x70W CFL 120/277 Iron Gray • 65
074598 GX24q-6 2x70W CFL 120/277 Matte Aluminum • 65

  DILUME 500X500 B/AA 
074644 Rx7s 2x150W MH 120 Iron Gray • 65
074645 Rx7s 2x150W MH 277 Iron Gray • 65
074646 Rx7s 2x150W MH 120 Matte Aluminum • 65
074647 Rx7s 2x150W MH 277 Matte Aluminum • 65

 DILUME 500X500 B/BB 
 074648 Rx7s 2x150W MH 120 Iron Gray • 65
074649 Rx7s 2x150W MH 277 Iron Gray • 65 
074650 Rx7s 2x150W MH 120 Matte Aluminum • 65
074651 Rx7s 2x150W MH 277 Matte Aluminum • 65

 DILUME 500X500 B/CC 
 074652 Rx7s 2x150W MH 120 Iron Gray • 65
074653 Rx7s 2x150W MH 277 Iron Gray • 65 
074654 Rx7s 2x150W MH 120 Matte Aluminum • 65
074655 Rx7s 2x150W MH 277 Matte Aluminum • 65

A

C

A

B
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QUATRIX - WALL AND CEILING MOUNT LUMINAIRES

K model faceplates can be customized 
with logos, signs and decorations.

A series of surface mounted 
luminaires for indoor and 
outdoor applications using three 
unique faceplates, one of which 
can be customized for logos or 
monograms. Quatrix has a thick 
glass diffuser, internally painted to 
distribute light evenly and softly. 
Faceplates and housing are made 
of die-cast aluminum. 
The pure, contemporary, 
geometric lines, along with colors 
designed to blend in traditional 
settings, makes this series perfect 
for both new projects and 
renovations. 
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QUATRIX A

QUATRIX G

QUATRIX K
design Roberto Fiorato
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code socket lamp voltage color , IP

QUATRIX - WALL AND CEILING MOUNT LUMINAIRES

074300 G23 2x9W 120 Steel Gray/Clear • 64
074318 G23 2x9W 120 Steel Gray/Ice Etched • 64
074302 G23 2x9W 120 Iron Gray/Clear • 64
074320 G23 2x9W 120 Iron Gray/Ice Etched • 64
074304 G23 2x9W 120 Iron Rust/Clear • 64
074322 G23 2x9W 120 Iron Rust/Ice Etched • 64
074301 G23 2x9W 277 Steel Gray/Clear • 64
074319 G23 2x9W 277 Steel Gray/Ice Etched • 64
074303 G23 2x9W 277 Iron Gray/Clear • 64
074321 G23 2x9W 277 Iron Gray/Ice Etched • 64
074305 G23 2x9W 277 Iron Rust/Clear • 64
074323 G23 2x9W 277 Iron Rust/Ice Etched • 64

code socket lamp voltage color , IP

UL listed for wet locations

 Surface mounted luminaire for indoor and 
outdoor use.
Precision die cast, copper free aluminum 
housing and trim.
Textured Metallic Gray, Iron Gray and 
Metallic Bronze are standard colors. 
The standard finish includes a ten step 
process of cleaning, pre-treatment and 
painting. 
Thermally cured (TGIC) polyester powder 
coat paint is electrostatically applied to 
each fixture. This process ensures the 
finish will last for years without fading, 
chipping or cracking. 
Conforms to ASTM D 1730 and MIL-C-
5541.
Pressed soda lime glass diffuser, 0.4” 
thick. Clear glass and Ice Etched glass 
are offered. Both are internally coated to 
provide a diffuse light output. 
The diffuser is held in place by the 
retaining trim, which is secured to the 
housing with stainless steel, socket cap 
screws.
One-piece molded EPDM gasket seals out 
water and dust.
UL and CUL Listed Wet Location. IP64.
ADA compliant. 
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QUATRIX A

 QUATRIX A 
074306 GR10q 1x21W 2D 120/277 Steel Gray/Clear • 64
074324 GR10q 1x21W 2D 120/277 Steel Gray/Ice Etched • 64
074308 GR10q 1x21W 2D 120/277 Iron Gray/Clear • 64
074326 GR10q 1x21W 2D 120/277 Iron Gray/Ice Etched • 64
074310 GR10q 1x21W 2D 120/277 Iron Rust/Clear • 64
074328 GR10q 1x21W 2D 120/277 Iron Rust/Ice Etched • 64
074312 GR10q 1x28W 2D 120/277 Steel Gray/Clear • 64
074330 GR10q 1x28W 2D 120/277 Steel Gray/Ice Etched • 64
074314 GR10q 1x28W 2D 120/277 Iron Gray/Clear • 64
074332 GR10q 1x28W 2D 120/277 Iron Gray/Ice Etched • 64
074316 GR10q 1x28W 2D 120/277 Iron Rust/Clear • 64
074334 GR10q 1x28W 2D 120/277 Iron Rust/Ice Etched • 64

   

z GR10-q 1x21w 2D CFL

 z GR10-q 1x28w 2D CFL

s
s G23 2x9w CFL

STEEL GRAY IRON GRAY IRON RUST



code socket lamp voltage color , IP

UL listed for wet locations

65

QUATRIX G

 QUATRIX G 
 074348 GR10q 1x28W 2D 120/277 Iron Gray/Ice Etched • 64
074350 GR10q 1x28W 2D 120/277 Iron Rust/Ice Etched • 64
074352 GX24q-4 1x42W  120/277 Iron Gray/Ice Etched • 64
074354 GX24q-4 1x42W  120/277 Iron Rust/Ice Etched • 64
074344 G24q-2 2x18W 120/277 Iron Gray/Ice Etched • 64
074346 G24q-2 2x18W 120/277 Iron Rust/Ice Etched • 64
074336 E26 1x100W  120 Iron Gray/Ice Etched • 64
074338 E26 1x100W  120 Iron Rust/Ice Etched • 64
074340 RSC 1x100W  120 Iron Gray/Ice Etched • 64
074342 RSC 1x100W  120 Iron Rust/Ice Etched • 64

 

 z GR10-q 1x28w 2D CFL

r GX24q-4 1x42w CFL

p
p G24q-2 2x18w CFL

u E26 1x100w INC

6 R7s (RSC) 1x100w HAL

PRISMA ARCHITECTURAL LIGHTING



The faceplates can be customized 
with laser cut logos, directional 
arrows, numbers or images to provide  
sophisticated signage. Consult factory for 
special requests.

code socket lamp voltage color , IP

QUATRIX - WALL AND CEILING MOUNT LUMINAIRES

UL listed for wet locations

66

QUATRIX K

  QUATRIX K 
 074074 GR10q 1x28W 2D 120/277 Iron Gray/Ice Etched • 64
074076 GR10q 1x28W 2D 120/277 Iron Rust/Ice Etched • 64
074078 GR10q 1x28W 2D 120/277 Steel Gray/Ice Etched • 64
074080 GX24q-4 1x42W  120/277 Iron Gray/Ice Etched • 64
074082 GX24q-4 1x42W  120/277 Iron Rust/Ice Etched • 64
074084 GX24q-4 1x42W  120/277 Steel Gray/Ice Etched • 64
074368 G24q-2 2x18W 120/277 Iron Gray/Ice Etched • 64
074370 G24q-2 2x18W 120/277 Iron Rust/Ice Etched • 64
074372 G24q-2 2x18W 120/277 Steel Gray/Ice Etched • 64
074356 E26 1x100W  120 Iron Gray/Ice Etched • 64
074358 E26 1x100W  120 Iron Rust/Ice Etched • 64
074360 E26 1x100W  120 Steel Gray/Ice Etched • 64
074362 RSC 1x100W  120 Iron Gray/Ice Etched • 64
074364 RSC 1x100W  120 Iron Rust/Ice Etched • 64 
074366 RSC 1x100W  120 Steel Gray/Ice Etched • 64

 

 z GR10-q 1x28w 2D CFL

r GX24q-4 1x42w CFL

p
p G24q-2 2x18w CFL

u E26 1x100w INC

6 R7s (RSC) 1x100w HAL 

STEEL GRAY IRON GRAY IRON RUST



67




